Allayla, R.I., 155 
Anderson, M.B., 1, 15 
Atkins, W.S., 201 


Barrueso-Martinez, M.L., 31 
Bhattacharya, S.K., 47 
Bishop, P.L., 241 

Bollinger, J.E., 1, 15 
Brannon, J.M., 65 

Bundy, K., 1 


Chen, H.-L., 1 
Choy, B., 65 
Cilliers, J.J., 175 
Cohen, B., 175 
Conway, R.A., 47 


Damera, R., 141 
Deaves, D.M., 201 


Fernandez-Sempere, J., 31 
Font-Montesinos, R., 31 


George, W.J., 1, 15 


Hall, DJ., 89 
Hao, O.J., 141 


Jolibois, L., 1, 15 


Kamath, B., 1 
Ku, Y., 189 


Journal of Hazardous Materials 54 (1997) 275 


JOURNAL OF 
HAZARDOUS 
MATERIALS 


Author Index Volume 54 


Lietze, D., 227 
Lines, I.G., 201 


Madura, R.L., 47 
Marx, B.D., 113 
Mason, S.H., 47 
Millet, L., 1 
Mohammed, N., 155 
Myers, T.E., 65 


Petrie, J.G., 175 
Pine, J.C., 113 
Preslan, J.E., 1, 15 
Price, C.B., 65 


Ravikrishna, R., 65 
Reible, D.D., 65 


Sabater-Lillo, M.C., 31 
Safferman, S.I., 241 
Schonberg, J.C., 47 
Shen, Y.-S., 189 


Thibodeaux, L.J., 65 
Torrents, A., 141 


Valsaraj, K.T., 65 


Walker, S., 89 


| 
‘ 
ELSEVIER 
4 
4 
ia 
im 


| 
' 
| 
44 


ELSEVIER Journal of Hazardous Materials 54 (1997) 277 


JOURNAL OF 
HAZARDOUS 
MATERIALS 


Subject Index Volume 54 


Acclimation, 47 

Acetylene decomposition, 227 
Acrylic acid, 47 

Activated carbon, 141 

Aerobic fluidized bed reactor, 241 
Agglomerate strength, 175 
Anaerobic, 47 


Benzaldehyde, 47 
Bioaccumulation, 1, 15 
Biofilm, 241 
Bioremediation, 241 


Characterization of wastes, 31 
Chromium, 1, 31, 175 


Degradability, 47 
Desorption, 141 
Detonation, 227 


Ethylene glycol, 47 
Factorial design, 175 
Ferro-alloy, 175 
Formaldehyde, 47 


Industrial wastewater, 241 
Intermittent wastewater treatment, 241 


Kinetic model, 141 


Leachability test, 31 
Leaching, 175 

Lead, 15 

Low temperature, 141 


Methanogens, 47 

Nutrient and oxygen diffusion, 241 

Petrochemical, 47 

Photolysis, 189 

Predetonation distance, 227 

Red Swamp Crayfish ( Procambarus clarkii), 1, 15 
Regeneration, 141 


Rubber hose assembly, 227 


Solidification /stabilization, 175 
Substrate, 241 


Tannery wastes, 31 
Toxicity, 47 
Trichloroethene, 189 


UV/O, process, 189 


4 


q 
| 
| | 


